
TRANSLITE ILLUMINATED DIRECTORIES 
Illuminated letters on black background 


STANDARD ILLUMINATED DIRECTORIES 
Black letters on illuminated translucent background 


■ Changeable Name Strip Building Directories are available in all types and sizes 
from 12 name capacities up to any desired number. 


Directories can be furnished with either T&T Stock moldings, as shown on next page, or 
made up of Standard T&T sections for your custom made frames that match moldings and 
trim on your new construction or remodeling projects. 


























































PAT. No. 2269278 
OTHER PATENTS APPLIED FOR 


ILLUMINATED 



TYPICAL MOLDING DESIGNS 

Kalamein (metal drawn over a wood core), moldings are indicated by the letter "K” and are used for non-illuminated direc¬ 
tories. Extruded or solid metal moldings are indicated by the letters "E” and "R" and are used for either illuminated or non* 
illuminated directories. 


No. D-348-E 
Aluminum 
Outer Frame V/a‘ 
Depth 1 Vz' 

No. D-349-E 
Bronze 

Outer Frame 1 Va 
Depth Wz" 


No. D-925K-SS 
No. D-925-K-BR 
Outer Frame Vz 
Depth W 


Bronze, 

Stainless Steel 


Bronze, 
Stainless Steel 


Bronze, 
Stainless Steel 


No. 361-E 
Stainless Steel 
Face V 
Door Frame Va 
Depth VA* 


No. D-350-E 
Aluminum 
Outer Frame 1 Va 
Depth Wz" 


m D-354-E 1 Vi -in. (bronze) 
D-353-E 1 Vi -in. (aluminum) 
D-352-R 1 Vi-in. (stainless steel) 


Bronze, 

Aluminum 


Aluminum 


FOR SLIP-IN-STRIP DIRECTORIES ONLY 
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STANDARD SIZE DIRECTORY STRIPS 

Non-illuminated: No. 1 name strip 7!4" X Illuminated: Size 75V' x 54" for illuminated directory. 

No. 2 name strip 714" x 54". 

No. 4-A name strip 10%" x 54". 










































































































ARCHITECTS' SPECIFICATIONS 

For ILLUMINATED and NON-ILLUMINATED SECTIONAL STRIP DIRECTORY 


Details of standard illuminated and non-illuminated equipment appear below. 
Sections may be a single tier as shown or in double or triple tiers, depending 
on the number of sections and dimensions desired. 

Frames are available in extruded or formed metal and kalamein in shapes 
illustrated on opposite page. Aluminum is available in 319-E, 353-E and 
D-430-E only; stainless steel, in formed metal and kalamein; bronze in both 
kalamein and extruded. Metal finish may be brushed or polished. Aluminum 
may be alumilited. Extruded molding frames may be recessed into the wall 
by reversing the molding as shown in the sketch of the illuminated section. 
Standard sections can be furnished for your custom made frames to match 
moldings or trim on your new construction or remodeling projects. 


Sections are made with extruded metal matching the frame. Non-illuminated 
have a beveled plate glass front and padded removable backboard. Strips 
are held in channels between the glass and padded backboard assuring 
perfect alignment. The illuminated section consists of extruded frame, double 
strength clear glass, opal glass diffusion screen, and a reflector light unit 
which is individually wired to plug into a wired channel on the frame. A 
recess or cavity in the wall to 6%" is required for this type directory. Pro¬ 
vision must be made so that the recess is dust proof and where necessary 
filtered ventilation provided for dissipation of excess heat. 

Headings are made in black and white under glass or in color to conform to 
the name strips. They are also made of cast metal to match the frame or 
can be illuminated. 


The Tablet & Ticket Co. offers the only Complete Building Directory Service available today! 
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m arrwtfjwp. 


SECTION AT*C-C 4 


section at 


NON-ILLUMINATED 


ILLUMINATED 

Fluorescent or incandescent 


25 i VAFUES 


elevation 


Table below shows number of sections recommended for list- 
inq various numbers of names with allowance for alphabet 
and blank strips. 


NON-ILLUMINATED 


JECT/CA/ BACAS rpAPS 
MAS O#/ re SAC A —v 
PLATE GLASS —v \ 


6 AC A SAP 

//OLE POP PAJTEMMG TO WALL 


7$ worn or sect/on 


ILLUMINATED SECTIONS AVAILABLE 
IN HEIGHTS OF 26 V % * AND 34J*' ONLY 

The capacity of individual sections, based on using on No. 1 
strip, are as follows. 

26 3 /s" in height—60 strips. 34%" in height—85 strips 


NON- 

| ILLUMINATED 


SECTION at 


BAUER. J 


Number of 

Height of section in inches 

Sections 

18 V 2 

26% 

32% 

40% 

3 Sections. 

50 

100 

150 

200 

4 Sections. 

100 

150 

200 

300 

5 Sections. 

150 

200 

250 

400 

6 Sections. 

175 

250 

300 

500 

7 Sections. 

200 

300 

400 

600 

8 Sections. 


400 

500 

700 

9 Sections. 


450 

550 

800 

10 Sections. 


500 

650 

900 


DIRECTORY 


/■/ 

/ 

/ 

. 4 

/ / 




'/ 

// 

/ 

/ / 

/ 

/ 

'' 

,/ 

./ 

SECTION/ 


y 

Oi4l ' 

7$*X26%' 

/ 

c' / * 

‘B— 

/ / 

1 / 

- — - 



Non-illuminated strips are usually black with white letters, but are available also in white with black letters or 
brown with cream letters. Colored strips other than black are not recommended where light can cause fading. 


ecglGTH CP JPCT/CN 































































































































































SLIP-IN-STRIP —THE EASY CHANGE NON-ILLUMINATED DIRECTORY 

T & T Slip-in-Strip Directories are the easiest to change betical points desired. Only name strips to b 

directories available. Strips may be inserted at any point need be disturbed. Ideal for smaller buildings 

by simply slipping strips in retaining channels and in- self-service is desired. Can be furnished in sin* 

serting new strip, which can be ordered by mail, at alpha- tiple columns and in various heights and name 


MiRKORS. PICTURES 


S*0«Us 5 * L WCKRtMt I" 


C«*RS, OSHETTCS 


BMPEWtS. UPHOLSTERY 


ptarrs, v smashes 
POTTERY 


SCRMB MACHINES 
SHEETS. PtUOK CASES 


GLASSWARE CHINA 


TOWELS 

TOYS 


RASHWS MACHINE? 




FLOOR DIRECTORIES, DIRECTIONAL SIGNS AND ELEVATOR SIGNS 



ABRAHAMS. I 
ALEXANDER. 


barton, albert 
brent, mrs. r. 

BRANDENBURG. WALTER 


CROTHERS. A. C. 

rULQTTA. CHAS.R 
CZARNECKI. ANTHONY 


DRUMM. FRANKLIN A. 


EVERETT. JAMES E. 

FARLEY. JAMES A. 
FRENCH. ELMER Z. 

1 JOHNSON. MARTIN A. 

LULU. BELLE 

NORRIS. JAMES A. 

0PPENHE1M. E. P- 

I PARTRIDGE, GEORGE 

I WILLIAMS. JESSIE 


FLOOR DIRECTORY 


LONG STRIP DIRECTORIES (non-illuminated) 

For small office and apartment buildings or individual floor directories. 

Section size is 11 Va" wide with height of 181/2", 26%", 22 7 /z", or 40%". 
Capacities from 10 to 25 names. 

Strip size Ye" x 10%" with V 2 " letters black with white letters although 
available in any standard color combination. 

Frame Moldings: D-312-K, D-313-K, D-314-K, D-352-R, D-353-E, D-354-E 


S-4-A DOOR 
NAMES AND NUMBERS 

For solid doors. 


S-26-A ALUMINUM ROOM 
DIRECTIONAL SIGNS 

Single and Double Face. 


ELEVATOR LICENSE 

AND DIRECTORY SIGN 
# 


INDIVIDUAL 
FLOOR DIRECTORY 

So necessary in automatic 
elevator buildings. 
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